HDLTEK#

5A Peak Current, 500kHz Synchronous Step-Up PWM Converter

HT79171

Revision: V1.20 Date: August 08, 2025

www . holtek.com



HT79171
# 5A Peak Current, 500kHz
HOLTEK Synchronous Step-Up PWM Converter

Table of Contents

FEAtUIES.....cci i 3
APPHICALIONS ... —————— 3
General DesCription.........ccccciiiiiiriinii s 3
Typical Application CirCuit..........cccceriiiiiiiissmrnrrr e 4
(=] Lo o3 Q1 Ve |- o 1 PP 4
Pin ASSIgNMENt......... e e s s e e s s e s s e s e e e e rnmn s n e e s e e e e e e nmannnnan 5
g T T 1T o3 T o o P PRRPRPRPPRRPNS 5
Absolute Maximum Ratings.........cccccimiiiiiiiinieirr e 5
Recommended Operating Ratings........cccccconiiiiimmimmnerr e 5
Electrical CharacteristiCs .........ccccuiiiiiimmmiiiinierrr s 6
Typical Performance Characteristics ..........ccocciiiiiiiiiiiciciccccr s 7
Functional DescCriptioN........cceceeoiiiiiiieeee s e e e e e nmmnas 15
Linear Charge Mode — LCM ...ttt e e et e e e e e et e e e e e e e nneeeaaeaanes 15
IS To) 1] = PRSP 15
Setting the OUIPUL VOIAGE ... .eeeeiie et 15
Output Disconnect DUNG ShULAOWN ......c.oiiiiiiiic e e e 15
[ o) (=11 (o] F- TPt 15
Component Selection Guide.........ccccccoommummmmmmeneeneneeeeee e erennne 16
[ To 18 Ted (o LR UPUUPSRRTN 17
[T 10 B 2= T o =T | o USSR 17
(O8] o101 OF=] o - Tor | (o] SO SSURPPRPN 17
[ o] 01U 3 o (=) SO SRR PURPURPRRONt 18
(O 181101 B 11 (=] PRSP 18
Layout Consideration GUIE..........ccueeeiiemeiemieimemeeeeeeeeeeseeee e e e e ee e e ee e e e e e e e s e s e e e s e e e eeeeas 18
Thermal Considerations..........ccoiiecciiiiiirccccr e e e 19
Package INformation ...t 20
8-pin SOP-EP (150mil) Outling DIMENSIONS ......ccoiuiiiiiiiiiiiiiie et 21

Rev. 1.20 2 August 08, 2025



HT79171
5A Peak Current, 500kHz #
Synchronous Step-Up PWM Converter HOLTEK

Features

* Input Voltage from 2.2V to 5.0V

* Adjustable Output Voltage from 2.6V to 5.5V

* Guaranteed Continuous Output Capability: 2A with Vour=5.0V and Vin=3.3V
¢ Internal Ultra-Low Power Switches: 25m€Q/45mQ at 5.0V output

* Up to 95% Efficiency

» Fixed PWM Switching Frequency: 500kHz

 Precision Feedback Reference Voltage: 0.6V (£1.5%)

 Ultra-Low Shutdown Current < 1pA

* Load Disconnect (Vour=0V) and Fast Discharging to Ground during Shutdown
* Embedded Loop Frequency Compensation

» Extensive Protection Functions: Soft-Start when Power-On/Enable (SS), Input Under Voltage
Lockout (UVLO), Over Current Limit Protection (OCP), Over Temperature Protection (OTP),
Output Over Voltage Protection (OVP) and Output Short Protection without Heating (OSP)

« Package Type: 8-pin SOP-EP

Applications

 All Single Cell Li or Dual Cell Batteries
 Portable Equipment

General Description

The HT79171 is a synchronous step-up DC-DC converter. With a wide input range from 2.2V to
5.0V, the device is suitable for portable li-battery based applications such as power banks. The
device is able to provide a continuous 2A current output due to its ultra-low integrated Rpsons which
is 25mQ/45mQ for the main FET and synchronous FET. This greatly improves the efficiency and
reduces the junction/case temperature. Due to a high operation switching frequency of 500kHz, the
device requires only a small number of external components while still have the advantages of low
output voltage ripple. The embedded loop frequency compensation circuitry simplifies the system
design and reduces the required number of external components.
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Typical Application Circuit
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Pin Assignment

>y
EN 1 8|1 FB
outd2 i 9 i 7 POUT
VINO3 { EP ! g[OLX
GND [} 4 5|1 PGND
HT79171
8 SOP-EP-A
Pin Description
Pin Name | Pin No. Type Description
Power output
POUT 7 O Decouple this pin by connecting a capacitor with a minimum value of 22uF for
noise immunity.
LX 6 (0] Inductor connection
PGND 5 G Power ground
GND 4 G Signal ground
VIN 3 P Power supply input
Signal output. Decouple this pin by connecting a capacitor with a minimum value
ouT 2 (0] S -
of 1yF for noise immunity.
EN 1 | Enable control — high active
FB 8 | Error amplifier inverting input
EP 9 G Exposed pad. Connect to GND

Absolute Maximum Ratings

Parameter Value Unit
VIN Pin Input Voltage Range -0.3to +6 \%
EN Pin Input Voltage Range -0.3 to (Vour+0.3) Y
Other Pin Voltage Range +6 Vv
Power Dissipation +2.5 W
Maximum Junction Temperature +150 °C
Storage Temperature Range -60 to +150 °C
Lead Temperature — soldering 10 seconds +260 °C
e Human Body Model 2000 \Y
ESD Susceptibility -
Machine Model 200 \%
Junction-to-Ambient Thermal Resistance, 6,a 8SOP-EP 125 °C/W
Junction-to-Case Thermal Resistance, 8,c 8SOP-EP 25 °C/W
Recommended Operating Ratings
Parameter Value Unit
VIN Pin Input Voltage Range 2.2t05.0 Vv
POUT and OUT Pin Output Voltage Range 26t05.5 \Y
EN Pin Input Voltage Range 0 to (Vour+0.3) Vv
Other Pin Voltage Range 0to5.5 \%
Junction Temperature Range -40 to +125 °C
Operating Temperature Range -40 to +85 °C

Note that Absolute Maximum Ratings indicate limitations beyond which damage to the device may occur.

Recommended Operating Ratings indicate conditions for which the device is intended to be functional, but do not

guarantee specified performance limits.
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HT79171
5A Peak Current, 500kHz

Synchronous Step-Up PWM Converter

Electrical Characteristics

Vin=2.2V, Vour=5V, lour=0.5A and Ta=25°C, unless otherwise specified.

Symbol ‘ Parameter Test Condition ‘ Min. ‘ Typ. ‘ Max. ‘ Unit
Supply Voltage
Vin Input Voltage Range — 2.2 — 5.0 \%
la Quiescent Current — no switching \Z)'ST xz::iﬁ/\,/’lgl/;i:&Gev’ : 2(5) ‘812 uA
IsHp Shutdown Current Ven=0V, measure 1(Vin) — 0.1 1.0 MA
Boost Converter
Vour Output Voltage Range — 2.6 — 5.5 Vv
fsw Switching Frequency Vee=0.54V 400 500 600 kHz
torF(min) Minimum OFF Time — — 100 150 ns
ton(min) Minimum ON Time — — 180 — ns
Ron) Low Side Main FET Vour=5V — 25 — mQ
Rone) Synchronous FET Vour=5V — 45 - mQ
1(Vix) Low Side Main FET Leakage Current Ven=0V, Vin=V1x=5.5V — 0.1 1.0 pA
I(Vour) | Synchronous FET Leakage Current xf::(\)/\'}“ =\?(;§T\/=’\5/_F58\=/0'66V‘ — 0.1 1.0 A
Vrs Feedback Voltage Vin=2.2V, Vour=5V, lour=0A | 0.591 | 0.600 | 0.609 \Y
Irs Feedback Leakage Current Ves=5V — 0.1 0.5 MA
Ren EN Pull Down Resistance — — 3 — MQ
ViH EN High Voltage Threshold 2.2V=Vinsh.5V — — 1.5 \
Vi EN Low Voltage Threshold 2.2VsVinsb.5V 0.4 — — Vv
Rois Discharge Resistance to GND Ven=0V — 1.8 — kQ
Protections
Vuvios Input Supply Turn ON Level — — — 2.2 \%
Vuvio_nvs | UVLO Hysteresis — — 0.2 — \Y,
tss Soft-Start Time — — 1.75 — ms
loce Over Current Protection Threshold — 5 — — A
Vove Output Over Voltage Threshold — 5.55 5.60 6.50 \Y
Vove_nys | OVP Release Hysteresis — — 0.3 — \%
Vosp_1r | Output Short Circuit Trigger Threshold rzﬁi?a/ssl}/r‘f:t.f/\in — | 0.87xVn| — \Y,
Vocrre | Output Short Circuit Release Threshold fﬂf};’:a/r‘gsaif/\:m — 093xVn| — | Vv
tosere)y | OSP Re-Detection Time \Z/iSTZgSBSSf\\zN — 120 — ms
tose OSP Degcision Time \2/5;/:(\)/‘;22\?: — 3 — ms
Tote Thermal Shutdown Threshold — — 150 — °C
Totrre) | Thermal Recovery Temperature — — 125 — °C
Rev. 1.20 6 August 08, 2025
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5A Peak Current, 500kHz #
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Typical Performance Characteristics
Vin=2.2V~4.2V, Vour=3.3V/3.7V/5.0V, Cin=22uFx6, Cout=22uFx6, L=1. 5pH Ta=25°C, unless otherwise noted.
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Typical Performance Characteristics (Continued)
Vin=2.2V~4.2V, Vour=3.3V/3.7V/5.0V, Cin=22uFx6, Cour=22uFx6, L=1.5uH, Ta=25°C, unless otherwise noted.

e [a— — R i "
- -
Vin : 4 Vin 9
i - - iy .
Vix Vix
E) E &3
Vaut : 1 : 5 : Vout i ,
I I O | . A |
ERE P TR FHETEE - e A e )
Start Up Start Up
(Vin=2.5V, lout=0A, Vour=5V) (Vin=4.2V, lout=0A, Vour=5V)
HE I = i i . I o = i

1L
@ 207 &% @ SmA an |2.00m S0.0M5/s @D / Fj 2.00V &% @ S00mA oW ][aanm S0.0MS/s @B /
€ :oov L U»v5.88000ms M B 132V € 2.0V L W5v5.88000ms 1M B L32V
Start Up Start Up

(Vin=2.5V, loutr=1.0A, Vour=5V) (Vin=4.2V, lour=2.0A, Vour=5V)

(I ] I "

L}
[ -

|

EN 4
1

Vix |
‘ :’

Vout 1 .
1L . 0 {1 LLLLL I

-y A

'

. [ eI
BT . v 9 @iEV ¥ @IV " [ owm ma ety
Start Up from EN Start Up from EN
(Vin=2.5V, lour=0A, Vour=5V) (Vin=4.2V, lout=0A, Vour=5V)
. - ! = 1 B L 0 =

Vout

1.

: N S R . B RURPS [ — . .
[ R B e . Kl ] il .. i
Start Up from EN Start Up from EN
(Vin=2.5V, lout=1.0A, Vour=5V) (Vin=4.2V, lout=2.0A, Vour=5V)

Rev. 1.20 8 August 08, 2025



HT79171
5A Peak Current, 500kHz
Synchronous Step-Up PWM Converter

HOLTEK i ;

Typical Performance Characteristics (Continued)

Vin=2.2V~4.2V, Vour=3.3V/3.7V/5.0V, Cin=22uFx6, Cour=22uFx6, L=1.5uH, Ta=25°C, unless otherwise noted.
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Typical Performance Characteristics (Continued)
Vin=2.2V~4.2V, Vour=3.3V/3.7V/5.0V, Cin=22uFx6, Cour=22uFx6, L=1.5uH, Ta=25°C, unless otherwise noted.
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Typical Performance Characteristics (Continued)
Vin=2.2V~4.2V, Vour=3.3V/3.7V/5.0V, Cin=22uFx6, Cour=22uFx6, L=1.5uH, Ta=25°C, unless otherwise noted.

Prevu ] it Stop. it
.er . ) Vi y
o ‘V‘mn “““““““ o™ Vour
IL G 4
; VIV N NV (N IN NN
Vix A [N [N SV I | h.| | | [
i L Pl . N .
|
L S | d - \
B B e ; t |- 4 E ] 1
‘ : o w b MW e W W
R N P XA [ N~ X/
Steady State (Vin=2.2V,lout=0A,Vour=3.3V) Steady State (Vin=2.2V,lour=1.5A,Vour=3.3V)
Stop = E it Stop i
] X
w e Vix
t| Vix
Th D Vour
o b o
h : 1L, :
) IL Tour : |
HE N el T A ) I B e SR )
Output Short and Recovery Output Short and Recovery
(V|N=2.2V, |OUT=0A, VOUT=3.3V) (VIN=2.2V, lour=1 .5A, VOUT=3.3V)
Rev. 1.20 11 August 08, 2025



HOLTEK i ’

HT79171
5A Peak Current, 500kHz

Synchronous Step-Up PWM Converter

Typical Performance Characteristics (Continued)
Vin=2.2V~4.2V, Vour=3.3V/3.7V/5.0V, Cin=22uFx6, Cout=22uFx6, L=1.5uH, Ta=25°C, unless otherwise noted.
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HT79171
5A Peak Current, 500kHz

Synchronous Step-Up PWM Converter HOLTEK

Typical Performance Characteristics (Continued)
Vin=2.2V~4.2V, Vour=3.3V/3.7V/5.0V, Cin=22uFx6, Cout=22uFx6, L=1.5uH, Ta=25°C, unless otherwise noted.
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HT79171
5A Peak Current, 500kHz

Synchronous Step-Up PWM Converter

Typical Performance Characteristics (Continued)

Vin=2.2V~4.2V, Vour=3.3V/3.7V/5.0V, Cin=22uF %6, Coutr=22uFx6, L=1.5uH, Ta=25°C, unless otherwise noted.
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Functional Description

Linear Charge Mode — LCM

The device will enter the Linear Charge Mode (LCM) when Vour<0.87xVi. In this mode, the high
side MOSFET is conducted and charges the output capacitor. The device will exit the linear charge
mode once Vour=0.87xVi.

Soft Start

The device includes a soft start function to prevent inrush current and overshoot situations from
occurring during the power-on period. The soft start function is executed when Vour>0.87xVi. The
time duration is 1.75ms to steady output voltage. In the light load condition, the output will reach the
operating voltage in advance and finish the soft start process.

A
e— LCM —>:<— Soft Start —,

|
|
VIN T
|
|

VOUT

; [LTNTTTAIRT

As shown in the Typical Application Circuit, the external resistor divider defines the output voltage.

|
AN I
| Vour>0.87xVyy |
|
[
|

Setting the Output Voltage

The feedback resistor, R1, together with the internal compensation capacitor, defines the feedback
loop bandwidth. The output voltage, Vour, is calculated by the following equation:

Vour=0.6Vx(R1A+R1B+R2)/R2 %)

Output Disconnect During Shutdown

The device also supports shutdown mode which reduces the supply current to approximately 0.1mA
and separates the output node (Vour) and input node (Vi) by reversing the intrinsic diode of the
synchronous FET. Therefore, the output node could be fully connected to the ground terminal (0V)
without resulting in any current leakage. A 1kQ discharge path to ground is also applied to reduce
the time taken for Vour to fall to OV.

Protections

The device has dedicated protection circuits running during normal operation to protect the IC.
The linear charge mode is implemented to limit the inrush current during the power-on period. The
Over Current Protection (OCP) sets a maximum current value and is illustrated below. The Over
Temperature Protection (OTP) turns off the power device when the die temperature reaches an
excessive level. The Under Voltage Lock-Out comparator (UVLO) protects the power device during
power supply startup and shutdown periods to prevent the device from operating at voltages which
are less than the minimum input voltage. The device restricts its maximum output voltage to VOVP
to avoid damage to the internal components. Once the output voltage exceeds the specified voltage,
the device will switch off both the main FET and the synchronous FET. When an output short fault
occurs, the device will turn off for 120ms and then restart the boost converter for 3ms, cycle by
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cycle (OSP). The following figure shows what happens when an output short fault happens. Once
the OSP, OTP, OVP and UVLO situations are released, the device will be restarted.

Output Short Output Short Release
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I Fersersese] ||12°”‘5|| |
1
______ A T P I S I QR T BRP-1, 00
| I |
il Il | I I
T ’ =, ———'————,————II—
—————————————— T TA(25°C)
Protection Protection Entry Condition Vour Durmg_Protectlon Protectlon_ Belease
Type Period Condition
UVLO Vin<2.0V Vour=0V Vin>2.2V
ocp lLBA Decreasing along with lour ILx<5A

increasing

Clamp Vour between Vove and
Vovp-Vovp_Hys

OoTP Tj>150°C Vour=0V Tj<125°C
OsP Vour is short connected to GND | Vour=0V Short fault is released

OvP Vour>Vovp Fault is removed

Protection Function Conditions

Component Selection Guide

YN
Viy
*option1
V(|>N N/ 3 LX 5
VIN
c1 T cz] CST c4I cs| ce
il P I 5 7 i
: H i PGND POUT SouT
L7 . (]
I S0 out AN
ON =

e

ore /o ANN——en avole 4

—L— *option2
s =
FB R1B
VINFO VIN1
Mcu

Reference Package | Description Mfgr.
R4 SMD 0603 0Q+1% Liker Corp.
R5 SMD 0603 | 10kQ+1% | Liker Corp.
R6 SMD 0603 0Q+1% Liker Corp.
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Reference Package Description Part Number Mfgr.
C5 SMD 0805 Ceramic, 22puF,10V CMO0805Y5V226M6R3AT QSEC
C6 SMD 0805 Ceramic, 22uF,10V CMO0805Y5V226M6ER3AT QSEC
C10 SMD 0805 Ceramic, 22uF,10V CMO0805Y5V226M6R3AT QSEC
C1 SMD 0805 Ceramic, 22puF,10V CMO0805Y5V226M6R3AT QSEC
C12 SMD 0603 Ceramic, 0.1uF,10V 0603B104K500CT WALSIN
C13 SMD 0603 — —
C14 SMD 0603 Ceramic, 1nF,10V GRM188R71H103KA01D Murata
L1 SMD 6030 | ZPWM-6030M-1R5M — ZenithTek

Vour Package R1A R1B R2
2.5 SMD 0603 240kQ+1% 20kQ+1% 82kQ+1%
3.0 SMD 0603 300kQ+1% 0Q+1% 75kQ+1%
3.3 SMD 0603 330kQ+1% 7.5k+1% 75kQ+1%
3.71 SMD 0603 300kQ+1% 22kQ+1% 62kQ+1%
4.0 SMD 0603 430kQ+1% 0Q+1% 75kQ+1%
5.1 SMD 0603 560kQ+1% 0Q+1% 75kQ+1%

* optionl: Add this circuit when the load carrying capacity of the input power is limited. R6 and C14
are recommended to be 1kQ and 10uF respectively.

* option2: Add the R4 and C13 filter if the application requires lower Vour ripple. R4 and C13 are
recommended to be 100Q2 and 10uF respectively.

Inductor

In most applications, it is recommended to use a 1.5uH or higher inductance to maintain a low
output ripple voltage. Inductance DCR, inductor core loss and efficiency loss caused by the
switching frequency will influence the overall efficiency. A low DCR with a value less than 50mQ is

suggested to reduce efficiency loss. The inductance could be calculated using the following formula:
Vin Vour— Vi

L1=(Vour * * (Trwpre ¥ fsw )
IrieeLe = loutmax % 40%, loutmax stands for the maximum load current; fsw stands for the switching

frequency; IrippLe stands for the ripple current. The saturation current is suggested to be at least 10A.

Input Capacitor

Multiple capacitors are required between the VIN and GND pins to reduce the input power
ripple noise. Use ceramic capacitors with X5R or X7R dielectrics for their low ESRs and small
temperature coefficients. For most applications, 22puFx2 will be a suitable value. It is recommended
to use the 22pF, 0805,10V capacitors. If the load carrying capacity of the input power is limited,
more capacitors and an additional input flter circuit are recommended to add.

Output Capacitor

To reduce the output voltage ripple noise, multiple capacitors are required between the VOUT
and GND pins. Their selection is determined by the steady state and transient state response.
Use ceramic capacitors with XSR or X7R dielectrics for their low ESRs and small temperature
coefficients. For most applications, 22uFx2 will be a suitable value. It is recommended to use the
22uF, 0805,10V capacitors. To avoid undesired OVP function triggered by Vour=5.5V or when the
application requires lower output ripple, it is recommended to add more output capacitors and an
output filter.
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Input Fiter

If the load carrying capacity of the input power is limited, such as dry battery, solar battery etc., the
IC UVLO protection may be mistakenly triggered because the battery voltage is dropped to a lower
level by the internal large resistance and heavy load of the battery. It is suggested to add a low-pass
filter (R6 and C14) before the input to avoid this situation. If the system has an MCU to detect Vin, a
more stable input power can be detected from the filtered VIN1 point. The recommended values are
R6=1kQ and C14=10pF.

Output Filter

Considering that the system usually needs a low ripple voltage to supply power for the MCU ADC
and AVDD, etc. a low-pass filter (R4 and C13) can be added at the OUT. In this way, the main load
is supplied by VOUT while the low consumption loads requiring low ripple, such as MCU ADC and
AVDD, are supplied by OUT. The recommended values are R4=100Q and C13=10pF.

Layout Consideration Guide

To achieve the best efficiency and to reduce noise, there are some important points to note regarding

the PCB layout.

1. The Cour capacitors should be placed as close to the POUT and PGND pins as possible.

2. The feedback resistors R1A, R1B and R2 should not be close to the LX pin to avoid noise
interference. It is suggested to pull the feedback from the farthest COUT in parallel.

3. Considering the large current problem, the trace width between VIN and LX is suggested to be

wider than 3mm.

4. GND is the grounding for the internal control signal and PGND is the grounding of large current.
Gather the GND signals and connect them with PGND, then lay a large area of copper and add
vias to improve heat dissipation.

5. It is recommended to place R4 and C13 close to the OUT and place R6 and C14 close to the VIN.

6. L1 should be placed as close to the IC as possible. It is recommended to lay a large area of
copper on the PCB board for the VIN and VOUT signals.

_—46. 736 (mm)—— >

8-pin SOP-EP PCB Layout Example

Rev. 1.20

18 August 08, 2025



HT79171
5A Peak Current, 500kHz #
Synchronous Step-Up PWM Converter HOLTEK

Thermal Considerations

For continuous operation, do not exceed the absolute maximum junction temperature. The maximum
power dissipation depends on the thermal resistance of the IC package, PCB layout, rate of
surrounding airflow and the allowed difference between the junction and ambient temperatures. The
maximum power dissipation can be calculated by the following formula:

Pooviaxy=(Tsmax)—Ta)/05a (W)
Where Timax) is the maximum junction temperature, Ta is the ambient temperature and 0;a is the
junction to ambient thermal resistance.
The recommended operating conditions specify a maximum junction temperature of 125°C. The
junction to ambient thermal resistance, 0;a, is dependent upon the layout. On a standard JEDEC 51-7
four-layer thermal test board, the thermal resistance, 0;a, of the 8SOP-EP package is 125°C/W. The
maximum power dissipation at TA=25°C can be calculated by the following formula:
Ppmax=(125°C-25°C)/(125°C/W)=0.8W

For a fixed Tymax) of 125°C, the maximum power dissipation depends on the operating ambient
temperature and the package’s thermal resistance, 0;a. The de-rating curve below shows the effect of
rising ambient temperature on the maximum recommended power dissipation.

25

2.0

1.0 | 8SOP-EP

Maximum Power Dissipation
(w)

0.8
—
05 —~
\I -
0 Io=ees
0 25 50 75 85 100 125

Ambient Temperature (°C)
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Package Information

Note that the package information provided here is for consultation purposes only. As this
information may be updated at regular intervals users are reminded to consult the Holtek website for
the latest version of the Package/Carton Information.

Additional supplementary information with regard to packaging is listed below. Click on the relevant
section to be transferred to the relevant website page.

» Package Information (include Outline Dimensions, Product Tape and Reel Specifications)

» The Operation Instruction of Packing Materials

e Carton information
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8-pin SOP-EP (150mil) Outline Dimensions

1

AAHA H16 A4
“’\
A B o
! 4
TERE R
*C*

o
Dimensions in inch
Symbol
Min. ‘ Nom. ‘ Max.
A 0.236 BSC
B 0.154 BSC
c 0.012 | — | 0.020
c' 0.193 BSC
D — — 0.069
D1 0.076 — 0.118
E 0.050 BSC
E2 0.075 — 0.101
F 0.000 — 0.006
G 0.016 — 0.050
H 0.004 — 0.010
a 0° — 8°
Dimensions in mm
Symbol
Min. ‘ Nom. ‘ Max.

A 6.00 BSC
B 3.90 BSC
C 0.31 | — | 0.51
c' 4.90 BSC
D — — 1.75
D1 1.94 — 3.00
E 1.27 BSC
E2 1.90 — 2.56
F 0.00 — 0.15
G 0.40 — 1.27
H 0.10 — 0.25
a 0° — 8°
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The information provided in this document has been produced with reasonable care and attention
before publication, however, HOLTEK does not guarantee that the information is completely
accurate. The information contained in this publication is provided for reference only and may
be superseded by updates. HOLTEK disclaims any expressed, implied or statutory warranties,
including but not limited to suitability for commercialization, satisfactory quality, specifications,
characteristics, functions, fithess for a particular purpose, and non-infringement of any third-
party’s rights. HOLTEK disclaims all liability arising from the information and its application. In
addition, HOLTEK does not recommend the use of HOLTEK’s products where there is a risk of
personal hazard due to malfunction or other reasons. HOLTEK hereby declares that it does not
authorise the use of these products in life-saving, life-sustaining or safety critical components. Any
use of HOLTEK’s products in life-saving/sustaining or safety applications is entirely at the buyer’s
risk, and the buyer agrees to defend, indemnify and hold HOLTEK harmless from any damages,
claims, suits, or expenses resulting from such use. The information provided in this document,
including but not limited to the content, data, examples, materials, graphs, and trademarks, is the
intellectual property of HOLTEK (and its licensors, where applicable) and is protected by copyright
law and other intellectual property laws. No license, express or implied, to any intellectual property
right, is granted by HOLTEK herein. HOLTEK reserves the right to revise the information described
in the document at any time without prior notice. For the latest information, please contact us.
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